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PROJECT REFERENCE NO. SHEET NO.
" B-3157 | uc-7
CORROSION , |7 —— 1, m DESIGNED BY: (SG
RESISTANT MAT'L ! *“T’* “4 DRAWN BY: CSG
THREADED HOLES - 4 @ 90° / POLYVINYL GASKET BETWEEN i , . L CHECKED BY: RBW
ﬁé;(/ﬁgAé ébﬂg" STAINLESS STEEL Xcovr.—:n AND FRAME SEAT | NOTES: " A APPROVED BY: RBW
2 14" 1.VERTICAL SPACING - 16" O.C. 73" REVISED:
— - ~ - | | NORTH CAROL INA X
LAgoggLTS %5: - »'1 11 %4 - «%" 1M1 szTEPS TO PROTUDE 5" FROM N ] TDREAPNASRPTOMRETNATT IOOFN " (\N )
11 1p Vv o2p DIAL - FACE OF STRUCTURE WALL, AND \1/8,, - _ TRANSPORTATION _ 03/8
n PHONE:(919)250-4128 ITY CONSTRUCTION
TOP OF COVER = SECTION SHALL WITHSTAND A 300 LB. 1%6 FAX:(919)250-4119 PLANS ONLY
~ A -LOAD WHEN INSTALLED. 30°
;l SECTION UTILITY CONSTRUCTION
| T PORTION OF ALUMINUM STEP NTS
A R 'EMBEDDED IN CONC. SHALL BE
‘;? i COATED WITH BITUMINOUS
- ™y ASBESTOS FILLED ALUMINUM
e 110147 |li17s] ol PIGMENTED COATING.
4-3/8"|  2'-0 1p" 4-3/8"
- 2'-9 14" _ 3"
ENCAPSULATED STEEL STEP
RING = 180 LBS
COVER = 120 LBS DETAIL CC | | ALUMINUM STEP
TOTAL = 300 LBS
MANHOLE RING AND COVER |
FOR WATERTIGHT MANHOLES | ~
VENT OPENING TO BE INSECT SCREENED
(FOR WATERTIGHT INSTALLATION ONLY)
ﬁ 1.5' ABOVE 100 YEAR FLOOD | | T T
- 4" GALVANIZED STEEL PIPE TAR COATED y i
STANDARD MANHOLE o v
DD AR (FOR WATERTIGHT INSTALLATION ONLY) A L &,
OR WATERTIGHT y, é 5
RING AND COVER _’_// \ % VARIES
USE FOUR 38 INCH ANCHOR N = -
BOLTS TO BOLT FRAME =
TO SPACER. USE ROPE W, =
MASTIC SEAL BETWEEN % .| ECCENTRIC TAPER ol ™ MANHOLE BREAK POINT 1 = SECTION OF PRECAST MA’VHOLE7
FRAME & SPACER. ;:., t==—-’l 25\1101:, . 2? =t — lGONCRETE LA ]
— — Tl - - = Gl £ 27 % —
V=" == s NS r R
Z | = POUR CONCRETE ANCHOR # || g'fﬂ FLUSH WITH WALL\_" r ) |
=|2 FOR STABILIZATION TN ; N 3 , fa
w| (3 CU. FT.) \__SEAL AROUND VENT PIPE | S O o 4"
== THROUGH MANHOLE N ] _
\A‘;/::E,;_;:EJ _ ,j ‘:“ ;"‘f ,A‘u‘ — 1‘ - ia. ‘; :: 6:: 10/[
POUR CONCRETE ANCHOR —_ ALL LIFT HOLES WHICH COMPLETELY PENETRATE e I A ,4” -
AROUND BOTTOM OF VENT , ) THE MANHOLE SHALL BE FILLED WITH NON- R R T R 16
(3 CU. FT.) . 4' DIA. SHRINKING GROUT
- (08 " DIA) SECTION B-B
) ”
0-RING OR BUTYL (u ) N  1-6"B
RUBBER JOINT — . «|.——COLLAR, TYP.
] e NG
’ ;Em‘ RISER UNIT SLOPE TOP OF CONCRETE
o= o BASE 2" TOWARD TROUGH
MANHOLE STEPS i — . g
-ALONG A VERTICAL WALL e 5" | 5" : NOTES :
-NOT OVER THE INFLUENT , g . 1. MANgOLES SHALL ﬁLsg COMPLY
WITH STANDARD DETAILS
OR EFFLUENT PIPES CASE UNIT
BRICK & MORTAR INVERT ———__| ’
OR PRECAST INVERT
MEETING SPECIFICATIONS
°"::5:§3%§§
SECTION A-A
6" BEDDING
PRECAST CONCRETE MANHOLE PRECAST SANITARY SEWER MANHOLE
INSTALLED OVER EXISTING PIPE
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